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NAVOD NA MONTAZ: Kod: RO905(A,1,C) DOLEZITE UPOZORNENIA:

-V miestach stykevych ploch sa musi edstranit. pruzna.ochrana
m 1. Uvolnite spodny plastovy Kryt. karosérie vozidla:
m 2. Odstrérite pryZzovezatky z bocnych otvorov - 8ks: - Vitané otvery treba osetfit' antikor6znou. hmoteu.
u 3. TaZné zariadenie montujte podia obrazka. Skrutkové spoje dotiahnite - Pouzite len dodany spojovaci‘material v predpisanej triede kvality.
momentom podla tabulky. - Elektrické zariadenie 'sasnamontuje‘podla podmienokiprevadzky
m 4. Vyrezte vybrania do spodnélio plastu’pedla cbrazka — DETAIL. cestnych vozidiel na pozemnych kemunikéaciach.
m 5. ElektroinStalaciu zapojte podla navodu. - Udaj S o maximalnom zvislom zataZeni na gulu je uvedeny na

m 6. Skontrolujte spravnost pripojenia elekiroinstalacie. bnom StitkulfaZného zariadenia.
m 7. Prevedte spatni monta t ] { i ic u t' @ni menit.
m 8. Dotiahnite skrutky spojo ulel(drziaka aqej guile) i it n aikontrol Setky spoje podla

podra tabulky. tabufky utahovacich momentou!

ripade akychkolvek nejasnostf je nutné obratit sa na vyrobcu
~oemeedNAgfarkop@yandex.ru......
pouZitim vyrobku.
m 1. Loosen the bottom plastic cover. IMPORTANT ATTENTIONS:
m 2. Remove the rubber stopper of the side openings - 8pcs. - Remove insulating material on a car body in grips and joints of a
= 3. Install the tow-bar as shown in the picture. Torque all the screw connections  coupling device with a car body.
as shown in the table. - Put the anticorrosive substance on the drilled holes.
m 4. Cut out the removal in to the under plastic cover picture — DETAIL. m 5. - Use supplied mechanical strength jointing material.
Connect the electrical installation as described in the instructions for use. - Wiring of a coupling device must be up to a standard and car maker
m 6. Make sure the electrical installation is properly connected. requirements.
m 7. Reassemble any removed parts. - Statement S about the maximum vertical ball downtake is printed on
m 8. Tighten the screws of the linkage ball (holder of the linkage ball) to the the tow bar label.
torque shown in the table. - On the tow bar is no modification possible

- Check all the joints, look in the table of the spining moments, before
finishing the montage!

- Contact the tow bar marker with any questions.

- The manufacturer is not responsible for the damages caused by
wrong using on the product.

Tabulka utahovacich momentov skrutkovych spojov pevnosti 8.8 / Table of specified torque and hardenss settings 8.8
M6 - 9,5Nm, M8 - 23Nm, M10 - 46Nm, M10x1,25 - 49Nm, M12 - 79Nm, M12x1,25 - 87Nm, M12x1,5 - 83Nm, M14 - 125Nm, M16 - 195Nm
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